Software Release Notice

System: WGS Release: WGS 4.5.4
Date: December 30, 2002

Modification Description:

e Fixes Recorder #3 not stopping and Recorder #2 stopping using Recorder #3’s scheduled time.

Files Affected:

e Nasa
e recsch

Hardware Requirements:

N/A

Validation Procedures:

Validation of the NASA 4.5.4 software is conducted by performing all the actions needed for
performing automated recording on Sony tapes.

Known Bugs or Limitations:

None

Installation Procedure:

Create a rel4.5.4 directory in the /home/aaas/releases directory.
Copy the rel4.5.3/bin to the new rel4.5.4/bin directory. Thus creating a rel4.5.4/bin directory.

Copy the 2 programs (listed above), located on the patch2, into the rel4.5.4/bin directory. Thus
replacing the 2 programs already in the rel4.5.4/bin directory.

Copy the rel4.5.3/etc to the new rel4.5.4/etc directory. Thus creating a rel4.5.4/etc directory.

Rename the tapelog files, and ephtxt.txt and the config directory in the rel4.5.3/etc directory so
that they can be replaced with a symbolic link. Then create symbolic links of those files and
directory to rel4.5.4/etc/... By creating those links the configuration files are kept up to date no
matter what release of software is activated.

Create a script in the login directory for the old release named, sw4.5.3 which will remove the
links under /aaas for bin and etc and restore them to rel4.5.3/bin and rel4.5.3/etc. Create a script
called sw4.5.4 which will remove the links under /aaas/ for bin and etc and link them to
rel4.5.4/bin and rel4.5.4/etc.
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Activation Procedure:

SCC 4.5.4 activation procedure is used when switching from release 4.5.3 to 4.5.4 after the
installation procedure is performed above:

(1) Select option "Exit" from the "Session" menu. This action will close

the SCC graphical user interface (GUI) and stop all SCC processes. Hit "enter" to
display the SCC command prompt, "wgs11m-1>".

(2) Type "sw4.5.4" to switch to SCC release 4.5.4. Type "Start" to start

the SCC processes. The SCC GUI main window will show "WGS Version 4.5.4".

Reversion Procedure:

SCC 4.5.3 reversion procedure is used to revert back to release 4.5.3 after the installation
procedure is performed above and after release 4.5.4 is activated:

(1) Select option "Exit" from the "Session" menu. This action will close

the SCC graphical user interface (GUI) and stop all SCC processes. Hit "enter" to
display the SCC command prompt, "wgs11m-1>".

(2) Type "sw4.5.3" to switch to SCC release 4.5.3. Type, "Start" to start the

SCC processes. The SCC GUI main window will show "WGS Version 4.5.3".

Documentation Affected:

N/A

Comments:
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Approval:

The software modifications described in this release notice has been validated and accepted.

Software

Technical Lead: Date:
SERB Approved: Date:
CM Approved: Date:
Operations

Approval to Install: Date:
Installed By: Date:
Testing Approved: Date:
Operations

Acceptance: Date:
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